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No Description Qty | Price | COST

Flame Photometer
Sensitivity includes Na and K filters:

Linearity: better than + 2%
Less than 0.5% interference
Including 1
1 - vacuum /compressor air pump

- 2 Natural gas cylinder & regulator

- Standard solution 1000 ppm for Na,K

- Any other accessories

Warranty for two years including spare parts and consumable
goods for all the equipment afier actual operation. ).

Bench top conductivity meter :
Rang conductivity : 0-19.99 ps/cm, |
20-199.9 ms/cm, 200-1999 ps/cm,
2-19.99 ms, 20-199.9 ms/cm .

Rang T.D.S : 0-50.000 mg/l as NACL
2 | Rang salinity : 0-42 ppt (%) . 1 |
| Rang Temperature : 10-105 »C |
| Power supply 220V |
Provision of Spares part for instruments and equipment 5% of
their value

| - Warranty for one year Maintenance of instruments and |
equipment after actual operation. (Free of charge) |

N e Moiind |

| Bench top PH meter :
| Rang PH -2.000 to 19.999 mv + 2000

°C :-10.0 to 100.0° C

2 Power supply : linc power from 110 VAC to Accuracy : PH 1
o
0.002
MV :40.2 or %03
Temperature : 0.3 <C at 0-70 <C
| | Inputs (1) BNC (1) 5-pin (1) 2mm single Reference adapter
Deionizer
- Output 8 L/h,
4 - Direct from tap water 1

- conductivity 0.05 ps/cm or less,
- 2 spare cartridge
- Power supply 220-240V

All equipments must be western European , USA, or Japans
work on 220-250  50/60 Hz |




